
 
 

 

 

 

 
  

 

SUPERFICI SPORTIVE IN ERBA 
 

 

 

La Commissione Impianti Attrezzi Sportivi dell’UNI ha di 

recente aperto un tavolo tecnico per l’elaborazione di una 

nuova norma in cui verranno definite le dimensioni dei filati 

impiegati nei manti in erba artificiale. Il documento prenderà 

il nome di UNI 11811:2021 e avrà come titolo “Superfici 

sportive – Determinazione delle dimensioni della sezione dei 

filati utilizzati nei manti in erba artificiale”. 

  

La norma, attraverso un metodo basato sull’acquisizione 

delle quote della sezione dei filati, riuscirà ad effettuarne la 

misurazione grazie ad un software specifico, capace di 

leggere spessore, larghezza e lunghezza su un’immagine con 

ingrandimento tra 200x e 250x. 

  

Il software dovrà disporre, inoltre, di un sofisticato sistema 

di taratura al fine di garantire una lettura corretta per ogni 

ingrandimento. Le misurazioni, per essere considerate 

attendibili, dovranno avvenire ad una temperatura compresa 

tra i 15° C ed i 30° C. 

  

Francesco Bennardis 

Quality Italia srl 

  

Immagine tratta dal web 
 

 

 
  

 

 

  

 

 

 
 

 

  

 

  

 

 

http://tiberweb.musvc3.net/e/t?q=5%3d7bIa3%26J%3dBW%26n%3dYCa3%26M%3dBb6bFa%26u%3dF5LpQ_3sSx_D3_rydr_2D_3sSx_C8wU8.8aAp4oMv.5oK_3sSx_C8qSlDiR0At9wAa_PbuP_Zq%266%3dmS4Nca.y73a9lt%26G4%3dU3fB
http://tiberweb.musvc3.net/e/t?q=4%3dSWCZO%26E%3d6V%260%3dT7ZO%26H%3d6aRW0Z%26G%3dAyKBL_wros_82_DtXq_N9_wros_77IP2.C5Gp6zBs.4AF_wros_77yHrGwG4_ImvU_S2Jz28ByP-5MfC54-x.I2w4f.8._KVtl_Uk%265%3d9NxMyV.s6F%26Bx%3dTOa6

